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REONT INUING SW TO ITS JUNCTION

BY-PASS BRIDGE AT UTM 495530k
WITH THE RAIL LINE AT 2183N 105548 (UTM WJ935292).

THE UNUSUAL Dséiéﬁ OF THE .BRIDGE SUGGESTS THE POSSIBILITY OF
A NEW CONSTRUCTION/REPAIR/SERVICEABILITY DECEPTION TECHNIQUE.
DOUBLE GANTRY CRANES ARE LOCATED ON APRROXIMATELY 368-FT
RAIL/CABLE WAYS AT EACH END OF THE BRIDGE. THE PIERS CONSIST
OF 2 LATTICE-TYPE TOWERS WITH CROSS-WEMBER DECK SUPPORTS.

THE APEXES OF THE PIERS ARE SPACED APPROXIMATELY 22 FT

APART, THE SAME VWIDTH AS THE GANTRY WAY.

AN ANALYSIS OF THE SHADOWS INDICATES THAT THE LATTICE-TYPE
TOWERS EXTEND ABOVE THE CROSS-MEMBERS THE SAME DISTANCE

THAT THE GANTRY WAY EXTENDS ABOVE THE RAILBED. A PROBABLE
CABLE ANCHORAGE EXCAVATION IS LOCATED AT THE END OF THE
GANTRY WAY ON THE SOUTH BANK. THE RAILROAD TRACK IS OFF-

SET WITHIN THE GANTRY WAY AND, ALTHOUGH THIS MAY INDICATE

A DUAL-PURPOSE (RAIL/ROAD) BRIDGE, THE AREA COULD BE

UTILIZED FOR TEMPORARY STORAGE OF THE DECK SECTIONS. IF

THE GANTRY CRANES ARE DESIGNED TO RIDE ON CABLES, THEY

WOULD SIGNIFICANTLY EXPEDITE EMPLACEMENT AND REMOVAL OF

THE DECK SECTIONS FOR MAINTENANCE OR TO MAINTAIN THE
DECEPTION OF UNSERVICEABILITY NOW EMPLOYED AT SEVERAL OTHER
BY-PASS BRIDGES IN NORTH VIETNAM. (BB)
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PART II. OTHER PHOTO INTERPRETAT
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S/C NOTE: ALSO PASSED PRIORITY SAIGON INFO DIRECTOR, VIENTIANE,

UDORN CITE NPIC 9615.
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